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Outside Draw-Down Chuck

B Workpiece pulled down to location for
superior accuracy

B Very accurate for parallel and perpendicular
surfaces

B Rapid jaw change for quick set-up

B Sealed to ﬁrevent chlps and coolant from
entering the chuck body
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Dimensions / x|
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DDL-05 100 3-M8 415 105 - 3-M6
DDL-06 165 85 140 35 1048 M10 58 544 31 3H 14 4 % - M6 33 23 35 20 M6
DDL-08 210 95 190 42 5 1334 M12 71 674 41 40 14 4 36 26 M20 38 28 45 25 M8
DDL-10 254 110 230 52 5 1714 M16 85 796 46 50 19 4 46 32 M24 47 32 5 30 M8
DDL-12 304 125 230 55 5 1714 M16 102 966 51 60 19 4 50 36 M27 47 32 70 3 M0
DDL-15 381 140 300 90 8 235 M20 1335 1265 60 70 26 6 5 40 M30 71 51 95 45 M12
Specifications / A}

Clé?rgzg Max. Drawbar Pull Jaw Stioke Plunger Stroke Chucking Diameter (mm) Max. Speed Weight GD?

(kg (ko) mm(dia) (mm) Standard  Top Jaw Type (rpm) (ko) (kgf-m?)

DDL-05 15~65 15~60 7.3 0.07
DDL-06 2500 1500 72 10 85569 35~80 3500 14 0.18
DDL-08 4500 2500 72 10 40~200  40~150 3000 27 0.66
DDL-10 6000 3500 10.8 15 50~250  50~200 2500 46 1.50
DDL-12 7500 4500 10.8 15 50~300  50~250 2000 68 3.20
DDL-15 9000 5500 145 20 60~380  60~320 1500 110 9.00




